
A very robust, high performance, low noise motor for AC three phase voltage supplies
Engineered & designed to meet axis control applications up to 11Nm. Compact dimensions and long-term reliability. 

0.16-11
Nm

50-3500
W

Brushless Servo Motor
MACK TECHNOLOGY: MACK MOTOR (MKM)

 M O T O R 

   FEATURES
♦ 8 Pole, no cogging
♦ B.E.M.F. sine wave
♦ Medium rotor inertia
♦ Very low torque fluctuation at minimum speed
♦ Single-turn or multi-turn absolute Mack® serial encoder
♦ Holding brake
♦ Higher rotor inertia
♦ Protection rating IP54 & IP65
♦ PTC thermal cutout
♦ Special flanges and shafts
 
Optimazed for combination with Mack Indy and Mack Drive+Power

   SINGLE HYBRID CABLE
♦ Power, feedback and signals in one cable
♦ Mobile chain track usage, flame / oil resistant
♦ External sheath in PUR polyurethane
♦ 5 million bend cycles         
♦ Minimum bending radius: 7 x Ø mm 
♦ Springtek connector 270° swivel, spring lock,    
♦ Forward & reverse mounted connector
♦ DIN VDE

MKM 42 MKM 60 MKM 70 MKM 85 MKM 120
SIZE M L M L S M L S M L S M L

 Power                                               (W) 50 100 200 400 280 470 630 570 1050 1600 1300 2400 3500 
  Mo    stall Torque (∆t=100°C)                   (Nm) 0.16 0.32 0.65 1.3 0.9 1.5 2.0 1.8 3.3 5 4 7.5 11

WINDING CODE - - - - K26 K36 K46 Q28 Q38 Q48 V28 V38 V48

400 VAC
Io      Stall Current                     (Arms) - - - - 1.1 1.5 2 1.1 2 2.8 2.3 4.3 6.5

   Nn      Rated Speed                    (Rpm) - 3000
WINDING CODE F36 F46 J36 J46 K26 K36 K46 Q26 Q36 Q46 V28 V38 V48

230 VAC
Io   Stall Current                 (Arms) 0.5 0.9 1.45 2.4 1.1 1.5 2 2 3.3 4.7 2.3 4.3 6.5

   Nn    Rated Speed                 (Rpm) 3000 1500
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Round body for easy cleaning

Single hybrid cable technology

Food grade anodized finish
More flanges available

Keystroke or 
smooth shaft

Holding Brake

Serial Encoder

Serial encoder with no moving parts, 13bit  / 17 bit
Designed & engineered by Axor

Only 8 wires for power, feedback & signals

Highly flexibile & tight bend radius

Easy fit, Clip-on connector
270° swivel - Anti-vibration - IP68

 TYPE     Mo L L1  B h7 D  V h9 W U  N h6 M F J F’ E S R
                      Nm mm mm mm mm mm mm mm mm mm mm mm mm mm mm mm
 MKM    42 M     0.16 93 121

8 25
  3

x
     12

9.2
  M3

x
       10       

30 45/48 3.2 - - 2.5 7.5 42
□ MKM   42 L      0.32 107 135

 MKM   60 M   0.65           91 124
14 30

  5
x

     25
16

 M4
x

     10
50 70 5.2 - - 2.5 7 60

□ MKM   60 L         1.3 105 138
 MKM   70 S       0.9  100 125

11 23
  4

x
     18

12.5
 M4

x
     10

60 90 5.5 75
Ø 4.2

x
10

2.5 10 75□ MKM   70 M      1.5   125 150
 MKM   70 L         2.0   150 175
 MKM   85 S     1.8  115 145

14 30
  5

x
      25

16
 M4

x
    10

80 100 6.5 - - 3 11 85
□ MKM   85 M      3.3   145 175

 MKM   85 L         5     175 205
 MKM   120 S         4     135 170

19 40
  6

x
      32

21.5
 M6

x
    16

110 145 9 - - 3.5 12.5 120
□ MKM   120 M    7.5    170 205

 MKM   120 L         11     205 240


