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MODEL MKNC 60 MKNC 140
Continuous Power (on heatsink Rth < 0.7 °C /W) 100 W * 100 W *
Continuous Power ( without heatsink ) 10W 10W
Braking Peak Power (W) 3200 6480
VB  Braking Voltage ( adjustable ) (Vbc) 20+ 80 20+179
Peak Braking Current (Apc) 40 (at VB =80 VbC) 36 (atVB =179 VDC)
Average Braking Current (Apc) 7 4,5

Integrated Braking Resistor (OHM) 2 5

20-179 100
VDC W

(_P.N.:D.S./20.11.18/MKNC /00 )

NOTE * : The power is referred to the Nano clamp mounted on a proper heatsink (125 °C max internally limited).

STANDARD FEATURES GENERAL

4 Very Compact Module with Integrated High Power Resistor A braking energy clamp that controls power generated during the

¢ Braking continuous power up to 100W deceleration or braking of a servo motor, returning to the drive and

the power supply.
Many battery, bridge rectifier or switching power supplies have limited

¢ No external power supply needed

4 Adjustable braking voltage by two rotary switches
¢ Three led for status capacity to accept return energy, the Nano Clamp is designed to
4 Per Alarm I?t and Relay OK Digital Ouput

¢ Over/Undervoltage, overtemperature, overcurrent and |2t monitoring

absorb this return energy, thereby safeguarding the system upline.

The regenerated voltage limit is easily adjusted by simple trimmers.

¢ Ambient temp.":............ - operating at rated data: ................. 0/ + 40°C(no derating)
- rated & pk current derating: +40/ + 55°C max (2.5% / °C)
= SEOrAQE oo -20/+55°C
4 Ambient Humidity':....... - operating & storage ..........ccccooeviiiiiiiicie 85% RH max
¢ Altitude (a.m.s.L.).......... - operating & storage .........ccocoeiiiiiiiii e 1000m

- rated & pk current derating:  up to 2500m (1.5% / 100m)
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NOTE: ' Free from condensation
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VB BRAKING VOLTAGE = DIP SWITCH 1 + DIP SWITCH 2

Exemple :
BRAKING SELECTED
LEVEL NOT SUPPORTED DIP1 - pos 3 = 50Vbc
blinki
(Blinking) DIP2 - pos0= 0Voc

B - OVER TEMPERATURE
= (blinking)
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HEAT SINK MOUNTING

L max 15cm

NANO clamp
ANOR INDUSTRIES’

Hw MKNC60/100 (X000/X000)
INPUT 20+75VDC
PN 94010001 SN 17240023
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THERMAL PASTE
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See manual for other solutions. — PE

DIP SWITCH 2

RELAY OK CONNECTION

Nano clamp
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Dimensions in mm

POWER CONNECTOR
PIN FUNCTION
HEAT SINK 1 *+VIN

- A - VIN
( thermal resistance < 0.7 °C/W ) Pre alarm 121 (N.O.)

Pre alarm 1%t ref (N.O.) .
OK (N.C) See manual for other solutions.

OKref (N.C.) \_ J

MACK® NAN clamp SOFTWARE CODE
MKNC 60 / 100 - Sxxx X000 / X000 |

L——— CLAMP LINE —[ MODEL: 60 - 140 [ CONTINUOUS BRAKING POWER [ SPEC FIRMWARE CONFIG

VERSION FILE
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